
info@ottevanger.com   |   +31 (0)73 549 84 72   |   www.ottevanger.com

Geared 
drive units

Exchangeable kryptane 
wear plates

Oil and fat resistant belt (also 
very resistant to acids)
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Ottevanger bucket elevators 
are robust conveyors for a 
wide range of bulk materials

Ottevanger bucket elevators are robust conveyors for a 

wide range of bulk materials, both granular and powders. 

Belt speed is 1,8 m/s for gentle handling of pellets or ‘sticky’ products 

like meal. A belt speed of 2,6 m/s is used for maximum capacity with 

grains and other free flowing granular products. Available in capacities 
up to 500 m3/h.
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Bucket Elevator

For more 
information, 
visit our website.

Features
	V steel with rectangular legs, 
 fully enclosed design

	Primer and paint finish

	Geared drive units

	Flexible coupling

	Belt tensioner

	Exchangeable kryptane wear plates

	Service hatches

	Oil and fat resistant belt 
 (also very resistant to acids)

Special executions
	Executed in AISI304

	Executed in galvanized s235 steel

	All-weather features like 
 drive unit housing

	Tubular legs

	Speed sensor

	Misalignment detection of the belt

	Residue free elevator booth

	HDPE buckets

	ATEX22 zoned drive-units

	Spotfilter

	Break plates in legs for 
 explosion pressure relief

	Break plate on elevator head 
 for explosion pressure relief
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* Depending on the application


