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Quick and easy screen 
replacement 

Very high 
efficiency rate

Precisely 
balanced rotor

V26.01



The machine
has a fully welded
construction.

The Ottevanger hammer mills of the series 650 

are eminently suitable for grinding granulates up to 

20 mm diameter. 

Depending on the screen-size used, the mill is able to reduce the particle 

size down to approx. 200 micron. The machine features a solid all-welded 

construction and has a number of benefits, which are mentioned below. 

Features
	The base plate is mounted on anti   
 vibration units; vibrations are, 
 therefore, reduced transmitted 

 to the building

Large doors/hatches enable easy 
 and convenient replacement 

 of worn parts

Precisely balanced rotor with 
 specially sealed bearing housings 

 with dust protection

The screen covers nearly three-quar-  

 ters of the grinding circumference

	Quick and easy screen replacement   

 without stopping the mill

Type 650-375 only available in 

 single rotation execution

	Type 650-550 is executed 

 in dual direction of rotation

Fully enclosed feeder with permanent   
 magnet, equipped with a roll feeder   
 with automatic self-cleaning 

 magnet and stone trap

Very high efficiency rate

Special executions
Automatic feeder (optionally 

 frequency controlled)

ATEX 22 certified components

	An automatic frequency 
 controlled rotary feeder
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For more 
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Type 

 

650-375

650-550

Motor

(kW)

30-45-55

55-75-90

Screen

surface (m2)

0,5

0,6

Number

of hammers

58

86

Capacity t/h

on 3 mm screen

Dimensions  

(mm)

Maize

4-7

7-12

A

1345

1345

B

1730

2010

C

2225

2225

Barley

2-4

3-7

Weight

(kg) excl.Motor

750

1175


