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Reduced
vibrations

Very high 
efficiency rate

Precisely 
balanced rotor

V26.01



Eminently suitable 
for grinding granulates 
up to 20 mm.

The Ottevanger hammer mills of the series perfect 30 

are eminently suitable for grinding granulates 

up to 20 mm diameter. 

The hammer mill consists of an electrically driven shaft with hammer 

plates, which rotate rapidly in a solid, fully welded grinding chamber. The 

hammers hit the granulate with force, thereby splitting these into smaller 

pieces. This process is repeated until the pieces are small enough to pass 

the screens surrounding the hammer plates. The entire assembly rests 

upon a solid baseplate with shock absorbers for vibration-free operation.

Features
	The base plate is mounted on anti  
 vibration units. vibrations are,  
 therefore, reduced transmitted 
 to the building

	Large hatch enable easy and 
 convenient replacement 
 of worn parts

	Precisely balanced rotor with 
 specially sealed bearing housings  
 with dust protection

	The screen covers the whole 
 grinding circumference

	Quick and easy 
 screen replacement

	Very high efficiency rate

	An automatic frequency 
 controlled rotary screw
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Hammer Mill 
Perfect 30

For more 
information, 
visit our website.

Type 

 

Perfect 30

Capacity  

Corn (t/h)*

3

Capacity

Barley (t/h)*

1,5

Number 

of hammers

48

Screen  

surface (m²)

0,44

Dimensions (mm)

A

1960

B

1480

C

925

Weight (kg)  

(incl.) motor 

860

Motorpower 

(kW)

22-30

* on 4 mm screens


